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LR ETANCO SAS 
Parc les Erables – Bât 1 – 66 route de Sartrouville – BP 49 – 78231 LE PECQ Cedex – France  
Tel. : +33 (0)1 34 80 52 00 – Fax : +33 (0)1 30 71 01 89 
E-mail : commercial.france@etanco.fr – Web : www.etanco.eu 

 
1 – Product identification : 

 

LR SIL FEU 
 
2 – Intended use : 
 

Sealant for facade for interior application 
 

 
3 - Manufacturer :  
 

LR ETANCO sas – Parc des Erables – Bât.I – 66 route de Sartrouville – BP 49 – 78 231 LE PECQ Cedex – France 
 
 
4 – Authorized representative : 
 

Not allowed  
 
5 – Systems of assessment (Annex V) : 
 

System 4 
 
6a/b – Harmonised standard / European assessment document : 
 

Complain to EN 15651:2012 Type F INT 
 
 
7 – Declared performances : 
 

See annex  
 
 
8 – Appropriate technical documentation and/or specific technical documentation : 
 

Not allowed  
 
 
The performance of the product identified above is consistent with the reported performance. In accordance with Regulation (EU) 
No. 305/2011, this performance statement is made under the sole responsibility of the manufacturer mentioned above. 
 
Manufacturer's representation signatures: Le Pecq – 10/03/2021 

Function Name Sign 

Technical director  Philippe Tolleret 

 

 

Quality manager  Frédéric Lucas 
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Annex  
 
 
Declared performances : 
 

Essential characteristics Performances 
Technical harmonized 

specification 

Fire reaction (According to l’EN 13501-1:2007) Classe E 

EN 15651-1:2012 

Emissions of dangerous substances NPD 

Airtightness and waterproofing  

Flow resistance (According to l’EN ISO 7390) ≤ 5 mm 

Volume loss (According to l’EN ISO 10563) ≤ 45 % 

Tensile propriety - Elongation (According to l’EN ISO 8339) ≥ 25 % 

Durability Pass 

Conditioning : method A  
Support : • Facade : Aluminum anodized + M2 concrete 

 


